








Torit® PowerCore®

Dimensions & Specifications

Nominal Dimensions (inches)
Airflow Ranget No. of PowerCore No. of Shipping
Model (cfm) Filter Packs Filter Area (ft) Valves = Weight (Ibs) A B* C
CPV-2 up to 1,400 2 134 2 320 26.8 37.2 47.7
CPV-3 700 - 2,000 3 201 3 400 36.8 37.2 47.7
CPV-4 1,400- 2,700 4 268 4 500 46.8 37.2 47.7
CPV-6 2,100- 4,100 6 402 6 655 32.2 46.1 83.6
CPV-8 2,800 - 5,400 8 536 8 800 42.2 46.1 83.6
CPV-12 4,200 - 8,200 12 804 12 1130 64.2 46.1 83.6
CPC-3 700 - 2,000 3 201 3 900 36.8 118.4 55.5
CPC-4 1,400 - 2,700 4 268 4 1100 46.8 134.2 55.5
CPC-6 2,100 - 4,100 6 402 6 1300 32.2 154.2 83.5
CPC-8 2,800- 5,400 8 536 8 1685 42.2 154.2 83.5
CPC-12 4,200- 8,200 12 804 12 2100 64.2 154.2 83.5
CPC-16 5,600 - 11,000 16 1072 16 2915 84.2 169.2 83.5
CPC-24 8,400 - 16,500 24 1608 24 3880 126.2 152.2 83.5
CPC-32 11,200 - 22,000 32 2144 32 5310 168.2 169.2 83.5
CPC-48 16,800 - 33,000 48 3216 48 7760 252.2 169.2 83.5

* For opening access door, allow a minimum of of 2.5" above unit for models 2, 3, 4, and a minimum of 20.5" for models 6, 8, 12,
16, 24, 32, 48.

** CPC-24 through CPC-48 are available with optional pyramid hoppers, trough hoppers, or dumpster hoppers.
1 Based on clean filters.

Operating Conditions

Seismic Spectral Acceleration Sg+1.5&31=06 Compressed Air Required (psig) 90-100
Wind Load Rating (mph) 90 Operating Temperature 180°F
Housing Rated ("wg) -20

€ € From the results I've seen so far, | don't expect
to replace my filters for a long time. I'm very
impressed with Torit PowerCore. It's a very
small footprint for the amount of filter area you

getin a unit. ,’

David Loeffler, plant manager
Brunk Corporation, Bloomington, MN




Torit® PowerCore®

Smarter Performance on NMany Types of Dust

CPC-8
on wood dust
in school wood shop
(3800 cfm)

CPV-12
Conveyor line at concrete
and asphalt plant
(4800 cfm)

CPV-3
Powdered milk dust
in cheese factory
(1200 cfm)

Processing’s
Breakthrough

Product of 2008

...Processing Magazine

Reader's Choice Award
Powder & Bulk
Engineering

2008 Finalist

Visit donaldson.com/ToritPowercore for latest case studies.

CPC-12
on wood dust at
furniture manufacturer
(7000 ¢fm)

CPC-12

Pulverized polyethylene plastic
(7000 cfm)



Torit® PowerCore®

Standard Features & Equipment Options

Torit PowerCore (CPC)

Collectors U

S\

Collector Design

Mild Steel Construction X

Clean-Side Filter Pack Removal X

Tool-Free Filter Removal X

Hopper Access Panel X

Sprinkler Taps X

Mountable Fan Package (CPC-3 through CPC-24) X

Stainless Steel Construction X

Filter Packs

PowerCore™ with Ultra-Web® X

Paint System

Polyester Textured Finish X

Hostile Environment Finish X

Custom Colors, Materials, and Finishes X

Pyramid Hopper Discharge Options

Pyramid Hopper X

Trough Hopper (CPC-16 through CPC-48) X

Dumpster Hopper (CPC-16 through CPC-48) X

Hopper Discharge

Slide Gate Pack X

55-Gallon Drum Covers X

Transitions for Rotary Valves X

Support Structure

48" Clearance Beneath Hopper X

Leg Extensions X

Electrical Controls, Gauges and Enclosures
Control Box NEMA Type 4 with Timer X
Solenoid Enclosure NEMA Type 4 X
Magnehelic®* Gauge X
Delta P Control NEMA Type 4 with Timer

Delta P Plus Control NEMA Type 4 with Timer
Delta P Control (no timer)

Solenoid Enclosure NEMA Type 9

Heated Solenoid Pack

Heavy Duty Cold Climate Kit

Photohelic®* Gauge

Custom Control Panels

Safety Features

Explosion Vents

Sprinkler Pack

Platforms and ladders (CPC-16 through CPC-48)
Warranty

10-Year Warranty

X X X X X X X X

x X

Torit PowerCore (CPV)

Bin Vents 8&%&@@
N
Collector Design
Mild Steel Construction X
Clean-Side Filter Pack Removal X
Tool-Free Filter Removal X
Mountable Fan Package X
Outlet Weatherhood X
Stainless Steel Construction X
Filter Packs
PowerCore™ with Ultra-Web® X
Paint System
Polyester Textured Finish X
Hostile Environment Finish X
Custom Colors, Materials, and Finishes X

Electrical Controls, Gauges and Enclosures
Control Box NEMA Type 4 with Timer X
Solenoid Enclosure NEMA Type 4 X
Magnehelic®* Gauge X
Delta P Control NEMA Type 4 with Timer

Delta P Plus Control NEMA Type 4 with Timer

Delta P Control (no timer)

Solenoid Enclosure NEMA Type 9

Heated Solenoid Pack

Heavy Duty Cold Climate Kit

Photohelic®* Gauge

x X X X X X X | X

Custom Control Panels
Warranty
10-Year Warranty

U.S. Patent US Pat. 7338544, 6235195, 6673136,
6974490, 7090712, 7270692, 6743273, 6924028,
7270693, 7070640 & 7179317; 3,512,559; for use in
US Pat. 7338544; AU Pat. Nos. 1284771 & 776588;
GB Pat. Nos. 1317317 & 1169109; SG Pats. 95161 &
83229; RSA 2001/6729; PRC 18151655; KS 0603425;
EP Pats. 1317317 & 1169109; RU Pats. 2300543 &
22811465 Others Pending

Torit PowerCore, Ultra-Web, Donaldson Torit,
and the color blue are registered trademarks
of Donaldson Company, Inc.

* Magnehelic and Photohelic are registered trademarks
of Dwyer Instruments, Inc.

Information contained in this document is subject to
change without notice.



Cleaner Air
Worldwide

Better Technology

and filters

Experience & Service

Global Support

O

Donaldson.

Filtration Solutions

Donaldson Company, Inc.
Industrial Air Filtration
P.O. Box 1299
Minneapolis, MN
55440-1299 U.S.A.

Tel 800.365.1331 (USA)

Tel 800.343.3639 (within Mexico)
donaldsontorit@donaldson.com
donaldsontorit.com

550 engineers worldwide

More than 500 patents

100's of media formulations

Facilities in 37 countries

40 manufacturing plants and
14 distribution centers

Sales offices worldwide

Broad range of innovative collectors

Technical expertise and support
Ready-to-ship filters and parts within 24 hours

1,000,000* dust, fume, & mist collectors installed
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