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PROCESS FILTRATION
FROM PURE TO STERILE

L-BE Liquid Bag Elements

The L-BE Bag Element is designed for viscous and highly 

contaminated liquids.

The long service life and the high dirt holding capacity make 

the filter bag a very economical alternative.

The broad range of proprietary media, retention rates and bag 

sizes provide superior filtration performance and consistency 

for many applications.

Our polypropylene, polyester and nylon bag filters are supplied 

with a snap ring, which consists of the respective material of 

the media. All bags are silicone-free for better surface results 

and less blockages.

The L-BE Bag Element fulfils the high requirements in food 

and beverage industries (dairies, food processing, soft drinks) 

as well as in pharmaceutical industries and works reliable 

even under extreme contaminations.

The filter media are non-fiber releasing and thus meet the 

requirements of the FDA (Food and Drug Administration), CFR 

Title 21, and (EC) No. 1935/2004 for food contact use.

•  Economical bag filter elements for liquid filtration

•  For high contamination loads and viscous fluids

•  Nominal retention rates of 1µm - 1200µm

•  Easy installation & Low disposal costs

•  �CFR (Code of Federal Regulations) Title 21 & EC/1935/2004 

approved for direct food contact

INDUSTRIES

•  Beverages

•  Soft Drinks and Water

•  Food manufacturing

•  Food processing

•  Dairies

The L-BE Bag Element is developed for filtration of following

Liquids

•  Water

•  Food & Beverage

•  Oil

•  Coolants

•  Chemicals

•  Inks/Paints/Coatings

•  Pulp & Paper

PRODUCT DESCRIPTION

MAIN FEATURES & BENEFITS

APPLICATIONS
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Dimensions
Bag Sizes

1 2

Diameter
177 mm 177 mm

7“ (inch) 7“ (inch)

Length
410 mm 815 mm

16“ (inch) 32“ (inch)

Filtration Surface Area 0.25 m2 0.5 m2

Filter Media Retention Rate
Flow Rates (depends on Bag Size and Retention Rate) [m3 / h]

1 2

Polypropylene (PP)
1 µm 9 18

5 - 50 µm 13.5 27

Nylon Mesh (PA)
25 - 100 µm 12.5 25

150 - 1200 µm 17.5 35

Polyester (PE)
1 µm 9 18

5 - 200 µm 13.5 27

BAG SIZES - DIMENSIONS, SURFACE AREA AND FLOW RATES

PRODUCT SPECIFICATIONS

Features
Specifications

Polypropylene Media Polyester Media Nylon Media

Retention rates (nominal)
1 µm, 5 µm, 10 µm, 25 µm, 50 µm, 100 

µm

1 µm, 5 µm, 10 µm, 25 µm, 50 µm,  

100 µm, 200 µm

25 µm, 50 µm, 75 µm, 100 µm, 150 µm, 

200 µm, 300 µm, 500 µm, 1200 µm

Max. Temperature 100 °C 100 °C 100 °C

Max. Operating Pressure 10 bar 10 bar 10 bar
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Important Notice: Many factors beyond the control of Donaldson can affect the use, performance, or results of Donaldson products or services in a particular application, including the conditions impacting how the products or 
services are selected, used, installed, or maintained. Because these factors are uniquely within the user’s knowledge and control, it is essential the user evaluate both the products and any related services to determine their 
suitability for the user’s intended purpose and application, including fitness for the particular purpose. All products, services, product specifications, availability and data are subject to change without notice and may vary by 
region or country.

F119110 ENG (06/26) L-BE Liquid bag elements ©2026 Donaldson Co., Inc. Donaldson and the color blue are marks of Donaldson Company, Inc. All other marks belong to their respective owners. 

Contact us

donaldson.com
Donaldson Company, Inc. 
Minneapolis, MN

Contact us

All products have been inspected and released by Quality 

Assurance as having met the following requirements:

•  �All filters are fabricated without the use of chemical 

additives.

•  �The processes are conducted according to the 

Company Quality Management System in compliance 

with EN ISO 9001.

All components of the L-BE Bag Element are FDA listed for food contact 

use in the Code of Federal Regulations (CFR), Title 21. Donaldson 

Filtration Deutschland GmbH confirms that all materials used for the 

L-BE Bag Elements meet regulatory and legislative requirements and 

guidelines for food contact use as detailed in following European 

Regulations: EC/1935/2004 and EC/10/2011.

Filter Materials CFR  Title 21

Filter Media

Polypropylene §177.1520

Polyester §177.2420

Nylon mesh §177.1500

Snap-Ring

Polypropylene §177.1520

Polyester §177.2420

Nylon mesh §177.1500

The L-BE Series with PP ring is Tested
and Certified by NSF International

against NSF/ANSI Standard 42
for material requirements only.

The L-BE Series with PP ring is Tested
and Certified by NSF International

against NSF/ANSI Standard 42
for material requirements only.

COMPONENTCOMPONENT

QUALITY ASSURANCE MATERIAL DECLARATION (US & EU)


